
Product code Product features Warranty Pressure rating WELS rating

Temperature rating

1 - 65°C

300 - 500kPaRFMBMCT-V

Circa Vertex
Floormount basin mixer
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sussextaps.com.au

5.0 litres per
minute

Licence No. 0124

In accordance with AS/NZS 6400

Sussex Taps Pty Ltd

WATER RATING
www.waterrating.gov.au

The more
stars the more
water ef�cient

AS/NZS 3718:2005
      LIC. 20081

Calibre
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Calibre Basin Mixer 
Product code: CBM
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sussextaps.com.au

5.0 litres per
minute

Licence No. 0124

In accordance with AS/NZS 6400

Sussex Taps Pty Ltd

WATER RATING
www.waterrating.gov.au

The more
stars the more
water ef�cient

AS/NZS 3718:2005
      LIC. 20081

Calibre
Calibre Basin Mixer 

Product code: Available options:
CBM Basin Mixer
CEBM Ex tended Basin Mixer
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PLUMB ER NOTE

 - On-site testing using higher water pressures must be 
conducted with the Mixer in the closed position.  
(STATIC TEST)

 - Under no circumstances is the Mixer to be opened 
when exceeding the maximum stated water pressure.

 - At the completion of testing, do not relieve any high 
water pressure by operating the Mixer.

 - Exposing the internals of the Mixer Car tridge to higher 
than specif ied water pressures will void the 
manufacturers warranty.

INSTALL ATION GUIDELINES 

 - The Mixer is supplied assembled, only the Fixing nut 
and the Clamp need to be removed.

 - After removing the mentioned par ts, lower the Mixer 
on to the mounting surface and f it the Flexible Hoses.

 - In some cases the Flexible Hoses may need to be fed 
through from under the mounting surface and then 
attached. (Tighten using appropriate spanner)

 - After securing the Flexible Hoses, f it Clamp and attach 
the Fixing Nut from underneath.

 - Before fully securing the Mixer ensure that the Base O 
Ring is intact and the Mixer is properly centered over 
the mounting surface hole. 

 - The Mixer mounting surface must be completely sealed 
and water-tight.

 - The 1/2” Fittings of the Flexible Hoses have a conical 
seal, ensure that the matching threads are cut square 
and burr free.

 - Prior to connecting the Flexible Hoses, ensure all 
pipework is  thoroughly f lushed and ensure pipework is 
free of any dir t   or debri.

 - Isolating Stop Valves are recommended with all 
installations. (not supplied)

 - Connect the Flexible Hoses to Hot and Cold pipework  
f ittings, ensure the Hoses do not kink or become 
twisted  when tightening.

 - Check all f ittings and connections are secure and 
water-tight.

 BASE 
O-RING

CLAMP

Hole Size
32-35mm

   50mm Max. 
Bench thickness

1/2" BSP Fittings
with conical Seals

  FLEXIBLE HOSES

FIXING 
  NUT

CONCEPT One

	- Designed and manufactured in Australia
	- All brass construction
	- Textured handle
	- Swivel outlet
	- 35mm ceramic disc cartridge
	- Sussex floormount fixing valve
	- Available in a range of high quality, durable finishes inc. LUXPVD®
	- Minimal, refined design to complement any contemporary space
	- Matching tapware and showers

5 star - 5.5lt/min

Please Note: Installation 
requires the Sussex Floor 
Mount Mixer Install Kit, 
which is sold seperately 

SXFMMIK

sussextaps.com.au

While we aim to ensure the specifications shown are correct at time of printing, Sussex Taps reserves the right to 
make modifications without prior notice. Always use the physical product for accurate measurements. Dimensions 

are subject to change without notice. All measurements are shown in millimetres. 
Copyright © Sussex Taps 

15 Year overall warranty.
Refer to Warranty sheet for 
specific information.


