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Tapware is to be installed by a Licensed Plumber in accordance with AS/NZS 3500:2003 
Recommended working water pressure 300 - 500 Kpa. Maximum water temperature is 65°C

Duet
Sink Set with Pull Out Spray

Installation Instructions
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Part Part Name
A Outlet

B Handle Assembly

C Pull Out Hand Piece

D Outlet O-ring

E Sink Body Clamping Washer

F Sink Body Locknut

G Sink Body Jacking Screws

H Sink Body Assembly

I Flexible Connection Hose

J Outlet Clamping Washer

K Outlet Clamping Plate

L Outlet Jacking Screws

M Mixing Tee

N Check Valve

O Dual Check Valve (DCV) Body

P Swivel Hose Gasket

Q Swivel Nut

R Male to Male G1/2” Connector

S Weights

T Pull-out Hose 

GENERAL NOTE

- Maximum bench thickness is 25mm (i).
- Handle Clearance Hole: 33 - 36mm (ii).
- Outlet Clearance Hole: 35 - 40mm (iii).
- Mounting Surface must be flat and level. 
- In order to install the sink bodies and outlet under 
the bench, temporarily unscrew the top set of the sink 
body locknuts (F) and swivel nut (Q), remove sink body 
clamping washers (E), outlet clamping washer (J) and 
clamping plate (K), weights (S) and set aside. 
- Ensure adequate cupboard space has been provided to 
allow the Pull-out hose to move freely.

PLUMBER’S NOTE

- Refer to Duet Basin Set (Product Code DBS) install 
guide for detailed instructions for the handle assemblies 
(B).
- On-site testing using higher water pressures must be 
conducted with the spindles in the closed position (static 
test).
- Under no circumstances is the tapware to be opened 
when exceeding the maximum stated water pressure.
- Isolating Stop Valves are recommended with all 
installations (Not Included).
- Ensure all fittings and connections are secure and  
water-tight. 
- After installation, ensure that tapware functions correctly 


