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Calibre Basin Mixer 
Product code: CBM
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Calibre
Calibre Basin Mixer 

Product code: Available options:
CBM Basin Mixer
CEBM Ex tended Basin Mixer
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PLUMB ER NOTE

 - On-site testing using higher water pressures must be 
conducted with the Mixer in the closed position.  
(STATIC TEST)

 - Under no circumstances is the Mixer to be opened 
when exceeding the maximum stated water pressure.

 - At the completion of testing, do not relieve any high 
water pressure by operating the Mixer.

 - Exposing the internals of the Mixer Car tridge to higher 
than specif ied water pressures will void the 
manufacturers warranty.

INSTALL ATION GUIDELINES 

 - The Mixer is supplied assembled, only the Fixing nut 
and the Clamp need to be removed.

 - After removing the mentioned par ts, lower the Mixer 
on to the mounting surface and f it the Flexible Hoses.

 - In some cases the Flexible Hoses may need to be fed 
through from under the mounting surface and then 
attached. (Tighten using appropriate spanner)

 - After securing the Flexible Hoses, f it Clamp and attach 
the Fixing Nut from underneath.

 - Before fully securing the Mixer ensure that the Base O 
Ring is intact and the Mixer is properly centered over 
the mounting surface hole. 

 - The Mixer mounting surface must be completely sealed 
and water-tight.

 - The 1/2” Fittings of the Flexible Hoses have a conical 
seal, ensure that the matching threads are cut square 
and burr free.

 - Prior to connecting the Flexible Hoses, ensure all 
pipework is  thoroughly f lushed and ensure pipework is 
free of any dir t   or debri.

 - Isolating Stop Valves are recommended with all 
installations. (not supplied)

 - Connect the Flexible Hoses to Hot and Cold pipework  
f ittings, ensure the Hoses do not kink or become 
twisted  when tightening.

 - Check all f ittings and connections are secure and 
water-tight.

 BASE 
O-RING

CLAMP

Hole Size
32-35mm

   50mm Max. 
Bench thickness

1/2" BSP Fittings
with conical Seals

  FLEXIBLE HOSES

FIXING 
  NUT
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  Set
Screw

NOTE: Tee piece is to be breeched between basin bodies.
            Length of Tee piece may require cutting to suit.  

Basin 
Body

HOT COLD

Outlet Locknut

Breech

Locking Sleeve must be
fully tightened to the Basin Body
prior to tightening the assembly
from underneath.

 Important Note:

0 Ring

O Ring

Plastic Washer

FRONT

Outlet Flange will
be labelled Front

installation

Tighten Basin Body
Locknut only after the
Locking Sleeves have
been fully tightened

 

32 - 35 mm

Maximum
thickness

28 mm

Basin Body Locknut
Locking Screw 

Mounting
 Surface

Raise Basin Body assembly through the 
Mounting Surface to tighten Locking Sleeve. (As Shown)

Fig.1

 

The Fibre washer must 
seal the Locking Flange
to the Basin Body.

Use locking screws
to secure from under 
bench

Product code

Installation guidelines

Circa

RBS Basin set
  
 

Basin set

 - The Spindles will be supplied fitted into the Basin Bodies when supplied.
 - Determine the distance of the Basin/Hob holes and cut the breech to suit.
 - Place the Outlet Locknut and Plastic Washer over the outlet fitting of the Breech.
 - Align the breeched Basin Bodies and fit through the mounting surface.
 - Fit the Fibre Washer over the spindles.
 - Raise the assembled Basin Body through the mounted surface and fit the Locking Sleeves.
 - Fully tighten Locking Sleeves and ensure O Ring is intact before lowering assembly onto  

mounting surface. (See Fig.1)
 - Working from underneath tighten the Basin Body Locknut to secure the assembly.
 - Outlet must be secured with the FRONT label facing the user.
 - Remove label after final installation.
 - Fit the Outlet to Breech and secure by tightening the locknut, ensure O Ring is intact.
 - Once all parts are tightened fit Handle and secure with Set Screw using Allen Key.
 - Connect Hot and Cold feed lines to the Basin Bodies.
 - Check all parts, fittings and connections for any water leaks.

RBS Basin set
RBSHS Basin sink set high 
 

RBS-V Basin set - Vertex
RBSHS-V Basin sink set high - Vertex
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